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2 COLOURS

ENGINE

TORQUE 25 Nm

TRANSMISSION 6-speed

BATTERY CAPACITY 8 Ah

COOLING Liquid cooled

POWER IN KW 23 kW

STARTER Electric starter

STROKE 61.17 mm

BORE 72 mm

CLUTCH PASC™ antihopping clutch, mechanically operated
DISPLACEMENT 248 cm®

EMS Bosch EMS with RBW
DESIGN 1-cylinder, 4-stroke engine

FUEL-MIXTURE GENERATION

Bosch EFI (throttle valve 38 mm)

LUBRICATION Wet sump
CHASSIS
ABS Bosch 10 MB Two Channel ABS (disengageable)

FRONT BRAKE DISC DIAMETER

320 mm

REAR BRAKE DISC DIAMETER

240 mm

The KTM 250 DUKE allows you to power up

FRONT BRAKE Four-piston radial fixed calliper, brake disc

REAR BRAKE 2 piston floating calliper your daily commute. It combines maximum
CHAIN 520 X-Ring - . .

FRAME DESIGN Steel trellis frame, powder coated rldll’]g performance Wlth Optlmum user value.
ERONTISUSEENSION WP AARE Agile and “punchy”, this stylish performer has
REAR SUSPENSION WP APEX - Monoshock

SEAT HEIGHT 800 mm the credentials to transform the complex urban
REAR SUBFRAME DESIGN Die-cast aluminium . | . f f .

SUSPENSION TRAVEL (FRONT) 150 mm jung € ||'1t0 & oreSt @ sweeplng bends.
SUSPENSION TRAVEL (REAR) 150 mm

WHEELS

Cast aluminium wheels

DRY WEIGHT

N

142 kg

FLY SCREEN
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REMUS SLIP-ON
SILENCER

2 YEARS UNLIMITED
MILEAGE WARRANTY

KTM stands for reliability and
quality. Our faith in our products

is such that we provide a 24-month
manufacturer’s warranty on our
street motorcycles.

PILLION
SEAT COVER

TENSION V2
LEATHER JACKET

RADICAL X V3 STORM DUKE
GLOVES HELMET
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See the complete range of KTM
PowerParts & KTM PowerWear at

WWW.KTM.COM



